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Printed out for: UNIT20P
O Messages Envir Stat Environmental Stats

Unit 1
Load 950.25 MW
Opacity
Casing Outlet A 2.4 B 2.7 cC 2.7
CEM B Scrub Inlet 1.4
S02

Scrub In ppm /lb/mbtu 403./ 0.848
1A 1B 1C 1D 1E 1F
20. 14. 0. 0 5. 24.

Module Outlet ppm .
5.78 5.80 4.008.00 5.77 5.79

Rxn Tank PH

Stack ppm/ 1b/mbtu 18. / .043 {WEPCO Target .055
% S02 Removal 84.9 UpperLimit .138
NOx 02 2.50 OFA % 12.4
Scrubber Inlet ppm 231.

Stack ppm/ 1b/mbtu 207./ .341 Target .366
Scrub In/Stack % 14.19/ 13.06

Other

Coal Flow TPH 379.6

Total Air % 79.3

Vol Flow MSCFH 137.36

Boiler Duty mbtu/hr8599.8

Corr FW Flow KPPH 6353.0

02 E/W 2.79 / 2.32
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unit 2
903.50 MW

3.2

371./ 0.859
1A 1B 1C 1D 1E 1F
1. 20. 20. 27. 0. 12.

7.68 5.58 5.89 5.90 7.50 5.9

24. / .0859 WEPCO Target .057
93.1 Upper Limit .138
02 2.87 OFA % 4.6

214.

198./ .347 Target .397

Limit .461

12.90/ 12.25

352.6

77 .1

134.87

7958.7

6099. 3

2.80 / 2.93
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